
3 roller friction feed system. Easy set-up for standard and custom folds. Control panel includes LED 4 digit

counter with batch and total functions. Test button folds 2 sheets for inspection. Extended exit tray for neat

stacking of folded sheets. Automatic conveyor and self-setting exit rollers ensure smooth ejection of folded

paper. Single sheet feeding automatically maintained for different weights of paper. Auxiliary paper guide for

cross folding. Load and unload paper from same side. Display alert and audible signal in case of incorrect operation.

Skew and micro-adjustment dials. Quick-release roller system for easy maintenance.  

Specifications

Electrical requirements 120 V, 60 Hz

Dimensions (D x W x H), inches 20 7/8 x 40 1/2 x 19 1/2

Shipping weight, pounds 72
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MBM 207M
Friction feed manual folder that sets up easily for a

variety of standard and custom folds.

Speed, sheets per hour 10,500 *

Paper size, inches 3 x 5 to 12 x 17 1/2

Paper weight, pounds 12-80 *

Sheet capacity 450 *

*May vary due to variations in paper.
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MBM 207M
Features

FOLD PLATE GRAPHICS
Fold plates with clear graphics and
measurements ensure accurate paper
stop placement.

EXTENDED EXIT TRAY
An extra-long exit tray ensures neat
stacking of finished jobs.


